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Comparacion del desempeifio mecanico y energético de un vehiculo de combustion
interna y un vehiculo eléctrico en la ciudad de Cuenca

Casos de estudio: Numero dos

RESUMEN

El presente trabajo consiste en comparar las especificaciones mecanicas, y energéticas entre 2
vehiculos propulsados por diferentes tecnologias: un automévil eléctrico de bateria versus un
vehiculo con motor a combustién interna; con la conduccion de dos personas de distinto sexo.
Se recolecté informacion, mediante un lector OBD Il y un GPS. Para cuantificar el consumo
energético, las dos personas condujeron por 6 rutas diferentes en la ciudad de Cuenca —
Ecuador, con una distancia promedio de 13.33 + 0.21 km cada una de ellas. En este trabajo se
caracteriz6 cada ruta, y se analizé las diferencias de rendimiento entre vehiculos y conductores.
De acuerdo con las pruebas realizadas, se calcul6 que el automévil eléctrico alcanzé un 51.05%
mas de rendimiento especifico (km/kWh*Ton), que el vehiculo con motor a combustién interna.
En cuanto al desempefio de los conductores, la persona de sexo masculino obtuvo 2.12
km/kWh*Ton + 0.35 en el ICEV y 4.30 km/kWh*Ton £ 0.21 en el EV; mientras que, la persona de
sexo femenino consiguié 2.10 km/kWh*Ton + 0.41 en el ICEV y 4.32 km/kWh*Ton + 0.16 en el
EV. Estos resultados muestran que el hombre tuvo un 0.61% mejor rendimiento que la mujer en
el ICEV; en cambio, la mujer logré un 0.56 % mejor rendimiento en el EV.

Palabras clave: consumo energético, eficiencia energética, vehiculo con motor a combustion
interna, vehiculo eléctrico.
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Comparison of the mechanical and energy performance of an internal combustion
vehicle and an electric vehicle in the city of Cuenca

Case Studies: Number Two
ABSTRACT

The present work consists of comparing the mechanical and energy specifications of 2 vehicles
powered by different technologies: a battery electric car versus a vehicle with an internal
combustion engine; with driving by two people of different sex. Information was collected through
an OBD Il reader and a GPS. To quantify energy consumption, the two people drove 6 different
routes in the city of Cuenca - Ecuador, with an average distance of 13.33 + 0.21 km each. In this
work, each route was characterized, and the performance differences between vehicles and
drivers were analyzed. According to the tests carried out, it was calculated that the electric car
achieved 51.05% more specific performance (km/kWh*Ton), than the vehicle with an internal
combustion engine. Regarding the performance of the drivers, the male person obtained 2.12
km/kWh*Ton £ 0.35 in the ICEV and 4.30 km/kWh*Ton + 0.21 in the EV; while the female person
achieved 2.10 km/kWh*Ton + 0.41 in the ICEV and 4.32 km/kWh*Ton £ 0.16 in the EV. These
results show that the man had a 0.61% better performance than the woman in the ICEV; instead,
the woman achieved a 0.56% better performance in the EV.

Keywords: energy consumption, electric vehicle, vehicle with an internal combustion engine,
energy efficiency.
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